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Book Descriptions:

canon eos digital rebel xsi user manual

Upon completion of the download, the PDF file opens automatically. You may download and use the
Content solely for your personal, noncommercial use and at your own risks. Canon shall not be held
liable for any damages whatsoever in connection with the Content, including, without limitation,
indirect, consequential, exemplary or incidental damages. You shall also not and shall not let others
reproduce, modify, reformat or create derivative works from the Content, in whole or in part. This
page requires Javascript. Modify your browsers settings to allow Javascript to execute. See your
browsers documentation for specific instructions. To install your download click on the name of the
downloaded file.Recommended Software File Name Date File Size Optional Software File Name
Date File Size Recommended Manuals File Name Date File Size Optional Manuals File Name Date
File Size The sole warranty, if any, with the respect to such nonCanon brand items is given by the
manufacturer or producer thereof. This limited warranty covers all defects encountered in normal
use of the Product, and does not apply in the following cases If the problem cannot be corrected over
the telephone, you will be asked to follow the applicable procedures for MAILIN SERVICE. Note that
a dated proof of purchase is required at the time of service. MAILIN SERVICE is a program under
which your Product is repaired by a Canon U.S.A. or a Canon Canada authorized service center for
the Product. Authorized service center information can be obtained by visiting
www.canontechsupport.com US customers only or by contacting the Canon U.S.A., Customer Care
Center or Canon Canada Customer Information Centre at 1800OKCANON 18006522666. You will be
given the name, address and phone number of an authorized service
center.http://www.australianaccesssolutions.com.au/images/uploadedimages/hp-2550-maintenance-
manual.xml

canon eos digital rebel xsi manual, canon eos digital rebel xs manual, canon eos
digital rebel xsi user manual, canon eos digital rebel xsi user manual online, canon
eos digital rebel xsi user manual pdf, canon eos digital rebel xsi user manual
download, canon eos digital rebel xsi user manual free.

It is your responsibility to properly package and send the defective Product, together with a copy of
your dated proof of purchase, a complete explanation of the problem and a return address to the
authorized service center at your expense. Do not include any other items with the defective
Product. The Product covered by this limited warranty and proven to be defective upon inspection
will be repaired and returned to you without charge by the authorized service center. Any Product
received by the authorized service center that is not covered by the limited warranty will be
returned unrepaired, or at the discretion of the authorized service provider, you may receive a
written estimate of repair at such cost as the service center may establish from time to time.Scroll
down to easily select items to add to your shopping cart for a faster, easier checkout. Visit the Canon
Online Store Adapter EcC, EdC Also compatible with the S80, S2 IS, S1 IS. Holds 12 Cameras
bodies, 34 lenses and accessories. Inside measurements W x H x D 10 x 14.75 x 5 inches. Rugged
nylon, waterrepellent, urethane coated for extra durability. Wellarranged divider system for secure
storage and easy access. Lightweight construction, padded shoulder straps and back for comfort.
Front webbing ideal for storing a light jacket. Tripod carrying straps. Color Black with Olive.Front
and Rear zippered pouches. Zippered fulllength mesh pouch inside top cover. Divider system for
secure storage and easy access.It is designed to hold two 35mm SLR bodies, 5 8 lenses, plus film
and accessories.Can hold your cameras, lenses, accessories and even a laptop computer. Durable,
waterrepellent nylon exterior. Padded interior dividers and easyaccess storage pockets.The lens fits
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into the eyepiece holder of you EOS camera. Please see the Compatibility tab for a list of compatible
EOS cameras.The lens fits into the eyepiece holder of you EOS camera. The lens fits into the
eyepiece holder of you EOS camera.http://amon-syotengai.com/userfiles/hp-2550-printer-manual.xml

The lens fits into the eyepiece holder of you EOS camera. The lens fits into the eyepiece holder of
you EOS camera. The lens fits into the eyepiece holder of you EOS camera. The lens fits into the
eyepiece holder of you EOS camera. Requires Rubber Frame Ef, Eb or Ec The lens fits into the
eyepiece holder of you EOS camera. Made from Cordura Nylon. Large Zippered Front Accessory
Pocket. Zippered Mesh Pocket Inside Top Lid. Two Side Accessory Zippered Pockets. Tripod Loops
on Bottom. Five Movable, Padded Internal Dividers. Two Strap Handles with Grip. Removable
Shoulder Strap. Rubber Feet for Ground Protection. Features adjustable tripod straps, and high
strength buckles for the main compartment. The Canon logo is embroidered on the top flap. The
cable connects to your camera and to the USB port on your PC or MAC Computer. Please see
Compatibility tab for compatible models.Comes standard with the EOS 1Ds Mark III, 1D Mark IV, 1D
Mark III, 1Ds Mark II, 1D Mark II N, 1D Mark II, 5D Mark II, 7D, 5D, 50D, 40D, 30D, 20D, 10D,
Digital Rebel XTi, Digital Rebel XT and Digital Rebel. Please see Compatibility tab for compatible
models.There are two versions of the EDSDK compatible with Windows or Macintosh. The camera
provides many features such as Picture Styles to expand your photographic expression, fast and
highprecision 9point autofocus for moving subjects, and diverse shooting modes for beginners as
well as advanced users. If anything is missing, contact your dealer.Introduction Camera basics.
Getting Started Basic Shooting and Image Playback Fully automatic shooting for different subjects.
Advanced Shooting Techniques Basic shooting features for specific types of subjects. More
Advanced Techniques Advanced shooting techniques. If you accidentally drop the camera into water,
promptly consult your nearest Canon Service Center. Wipe off any water droplets with a dry cloth. If
the camera has been exposed to salty air, wipe with a wellwrung wet cloth.

They do not affect the images recorded. To recharge the battery, see page 24. Attach the lens. For
EF lens When attaching an EFS lens, align it with the white index on the camera. For other lenses,
align it with the red index. To delete an image, see “Erasing Images” p.130. Set the Mode Dial to
Full Auto. p.44 All the necessary camera settings will be set automatically. Creative Zone These
modes give you more control over the result. Program AE p.56 Shutterpriority AE p.70
Aperturepriority AE p.72 Manual exposure p.75 8 Automatic depthoffield AE p.76 Basic Zone. Then
pass it through the strap’s buckle as shown in the illustration. Pull the strap to take up any slack and
make sure the strap will not loosen from the buckle. Attach the battery. As shown in the illustration,
attach the battery securely. To detach the battery, follow the above procedure in reverse. Recharge
the battery. For LCE5 As shown by the arrow, flip out the battery charger’s prongs and insert the
prongs into a power outlet. Do not charge any battery other than Battery Pack LPE5. Battery Pack
LPE5 is dedicated to Canon products only. Using it with an incompatible battery charger or product
may result in malfunction or accidents for which Canon cannot be held liable. Removing the Battery
Do not further push open the battery compartment cover when it is already open. Doing so may
damage its hinge. Open the battery compartment cover. About the Automatic SelfCleaning Sensor
Whenever you set the power switch to or, the sensor cleaning will be executed automatically. Press
the button to display the menu.Installing the Card Shots remaining The shots remaining depends on
the remaining capacity of the card, imagerecording quality, ISO speed, etc. While the access lamp is
lit or blinking, never do any of the following. Doing so may cause loss of vision. If the front part
focusing ring of the lens rotates during autofocusing, do not touch the rotating part.

When storing the camera without a lens attached, be sure to attach the body cap to the camera.
Remove dust on the body cap before attaching it. The Image Stabilizer is not effective for moving
subjects. The Image Stabilizer may not be effective for excessive shaking such as on a rocking boat.
Holding the Camera To obtain sharp images, hold the camera still to minimize camera shake. You
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can press the shutter button halfway. Then you can further press the shutter button completely.
Preventing Camera Shake Camera movement during the moment of exposure is called camera
shake. Camera shake can cause blurred pictures. To prevent camera shake, note the following Hold
and steady the camera as shown on the previous page. A list of menu functions is on page 168. Menu
Operations and Settings Display the menu. Press the button to display the menu. Formatting the
card will erase everything in the card. Even protected images will be erased, so make sure there is
nothing you need to keep. Since lowlevel formatting will erase all recordable sectors in the card, the
formatting will take slightly longer than normal formatting. Even in this case, normal formatting will
have been completed and you can use the card as usual. Shooting Settings While the menu screen or
image is displayed as shown below, you can instantly return to the shooting settings screen shown
on the left by pressing the shutter button halfway. With the Basic Zone modes, all you do is point
and shoot and the camera sets everything automatically. Aim any AF point over the subject. All the
AF points will operate, and focus will generally be achieved at the AF point covering the closest
object. Aim the AF point over an area having good contrast between light and dark, then press the
shutter button halfway. p.162 If you are too close to the subject, move away and try again.
Sometimes multiple AF points flash simultaneously.

In the Full Auto mode, while you press the shutter button halfway to focus a still subject, the focus
will be locked. You can then recompose the shot and press the shutter button completely to take the
picture. It also makes flesh tones and the hair look softer than with the Full Auto mode. Shooting
Tips The farther the distance between the subject and background, the better. The greens and blues
also become more vivid and sharp than with Full Auto. Shooting Tips With a zoom lens, use the
wideangle end. To make small things appear much larger, use a macro lens sold separately.
Shooting Tips Use a simple background. A simple background makes the flower, etc., stand out
better. Move to the subject as close as possible. Shooting Tips Use a telephoto lens. Using a
telephoto lens is recommended so you can shoot from afar. Use the center AF point to focus.
Shooting Tips Use a wideangle lens and a tripod. When using a zoom lens, use the wideangle end to
obtain a wide night view. This mode is also effective for candlelight scenes when you want to obtain
the candlelight effect. Shooting Tips If the numeric display in the viewfinder blinks, take care to
prevent camera shake. After taking the selftimer shots, you should check the images for proper
focus and exposure. If you will not look through the viewfinder when you press the shutter button,
attach the eyepiece cover p.165. For more details on image playback methods, see page 123. Single
image display Histogram display Playback the image. When you press the button, the last captured
image will be displayed. Select the image. In the Program AE mode, you can set various functions
and be more creative. In the Program AE mode, the camera sets the shutter speed and aperture
automatically to obtain the standard exposure. This is called Program AE. Shooting Tips Changing
the ISO speed and using the builtin flash. To match the subject and lighting level, you can change
the ISO speed p.57 or use the builtin flash p.58.

In the Basic Zone modes, the ISO speed is set automatically.This will increase the flash range. In
bright light, decrease the ISO speed. If the exposure setting in the viewfinder blinks, decrease the
ISO speed.Selecting the Best AF Mode OneShot AF Suitable for still subjects. When you press the
shutter button halfway, the camera will focus only once. Generally, the AF point covering the closest
subject will be selected to focus. Therefore, the camera sometimes may not focus the subject you
want. With the. If you focus the eyes first, you can then recompose and the face will remain sharp. If
it is difficult to focus, select and use the center AF point. The center AF point focuses the best
among the nine AF points. Shooting Tips Also set the AF mode matching the subject. For moving
subject When AI Servo AF is set, focusing will be continuous during continuous shooting. Even with
the same number of pixels, the 7 image has higher image quality. Although 1 images require
software like Digital Photo Professional provided so they can be displayed on the computer, they also
offer flexibility for image adjustments possible only with 1. Picture Style Effects P Standard The



image looks vivid, sharp, and crisp. This is a generalpurpose Picture Style suitable for most scenes.
For natural colors and subdued images. U Faithful This is for users who prefer to process images
with their personal computer. The first half of this chapter explains how to use the modes on the
Mode Dial. Except for, all the shooting modes can be used in combination with the functions
introduced in Chapter 3. Frozen action About the Shutter Speed Display The LCD monitor displays
the shutter speed as a fraction. However, the viewfinder displays only the denominator. A higher
aperture will make the shutter speed slower. Under low light, the shutter speed can be as long as 30
sec. In such cases, increase the ISO speed and hold the camera steady or use a tripod.

With flash, the flash exposure will be set automatically to match the aperture that was set. The flash
sync speed can be set to bulb, or from 30 sec.Normally, evaluative metering is recommended. This is
an allaround metering mode suited for portraits and even backlit subjects. The camera sets the
exposure automatically to suit the scene. You can make the image look brighter increased exposure
or darker decreased exposure. This feature can be used in the Creative Zone modes except . The
exposure compensation setting will not be automatically canceled when you turn off the camera.
This feature also works with external EXseries Speedlites.You can then choose the best exposure.
This is called AEB Auto Exposure Bracketing.Using AEB with single shooting. Press the shutter
button three times to take the three bracketed shots. To see the resulting effects, take test shots.To
make it less sharp, set it toward the E end. The closer it is to E, the softer the image will look. To
make it sharper, set it toward the F end. The closer it is to F, the sharper the image will look. Filter
Effect With a filter effect applied to a monochrome image, you can make white clouds or green trees
stand out more. With this camera, you can set the color space for captured images to sRGB or Adobe
RGB. For normal images, sRGB is recommended. In the Basic Zone modes, sRGB is set
automatically. Press the button to lock the exposure, then recompose and take the shot. If the
subject is too far away and beyond the effective range of the flash, the. Normally, the Auto setting
will obtain the correct white balance. If natural looking colors cannot be obtained with, you can set
the white balance manually to suit the respective light source. This adjustment will have the same
effect as using a commerciallyavailable color temperature conversion filter or color compensating
filter. Each color can be corrected to one of nine levels.

This is for advanced users who are familiar with using color temperature conversion or color
compensating filters. In such cases, mirror lockup is effective.This is called “Live View shooting.”
Convenient when the camera is mounted on a tripod for shooting still lifes, for example. If you
handhold the camera like a compact digital camera and shoot while viewing the LCD monitor,
camera shake can cause blurred images. Set the shooting mode. Set the shooting mode to a Creative
Zone mode. Live View shooting does not work in Basic Zone modes.The sun’s heat can damage the
camera’s internal components. Live View shooting will disable a few Custom Function settings.
p.153 Under low light or bright light conditions, the Live View image might not reflect the
brightness of the captured image. Magnifying the Image for Manual Focusing Magnification 10x AE
lock Magnified area Magnification Set the lens focus mode switch to. You can set the ISO speed,
white balance, and exposure compensation during Live View shooting. The Picture Style, drive
mode, AF mode, and AF point cannot be changed during Live View shooting. FE lock and modeling
flash with an external Speedlite cannot be used. A nonCanon flash will not fire. A grid can be
displayed.Drive mode White balance Picture Style Imagerecording quality Live View exposure
simulation AE lock Shutter speed Flashready When is displayed in white, it indicates that the Live
View image brightness is close to what the captured image will look like. Although you can focus the
desired area quickly, the Live View image will be interrupted momentarily during the AF operation.
Set to Quick mode, the lens focus mode switch to, and the AF mode to. Take the picture only while
the Live View image is displayed. You can move the focusing frame with the keys. To magnify the
area within the focusing frame, press the button.



Although you can set the AF mode to AI Servo AF or AI Focus AF, AF will stop when the camera
returns to the Live View image display step 4, so you cannot focus the moving subject. Although AF
is possible with the Live View image displayed, the AF operation will take longer than with Quick
mode. Also, achieving focus may be more difficult than with Quick mode. To move to the center AF
point, press the button. To magnify the image at the AF point, press the. Subjects in low light.
Stripes and other patterns where there is contrast only in the horizontal direction. You can set this
auto poweroff time. When the camera has turned off due to auto power off, you can wake up the
camera by pressing the shutter button halfway or any of the following buttons. The captured images
are assigned a sequential file number from 0001 to 9999 and saved in one folder. You can change
how the file number is assigned.Each time you replace the card, the file numbering restarts from
0001. This is convenient if you want to organize images according to cards. However, if the
replacement card contains images recorded previously, the file numbering of the new images might
continue from the file numbering of the existing images in the card. The vertical image is not rotated
during the image review immediately after it is captured. Settings Display Beeper p.108 Auto power
off p.109 Sensor cleaning p.118 While the menu is displayed, press the button to display the
settings. This works in the and other Creative Zone modes. Shooting Settings AF mode OneShot AF
AF point selection Automatic selection Metering mode. Flash exposure compensation may be
necessary depending on the scene, so this is for advanced users. Normally, you need not be aware of
this operation. However, you can execute the sensor cleaning at anytime as well as disable it.
However, in case visible dust still remains, you can append the Dust Delete Data to the image to
later erase the dust spots.

Before an important shoot, you should update the Dust Delete Data by obtaining it again. For
erasing dust spots automatically with the bundled software, see the Software Instruction Manual in
the CDROM. If the sensor needs to be cleaned directly, having it done by a Canon Service Center is
recommended. Before cleaning the sensor, detach the lens from the camera. Learn more about
image playback as discussed in chapter 2 “Basic Shooting and Image Playback” and how to view
images on a TV set. You can also erase images. About images taken with another camera The
camera might not be able to properly display images captured with a different camera or edited with
a personal computer or whose file name was changed. Turn on the index display. During image
playback, press the. Also, if the images were shot on different days, you can browse through them by
date. This browsing technique is called jump. Magnified view is not possible during the image review
immediately after the image is taken.Each image will be displayed for about 4 sec. During auto play,
you can press the button to change the display format. During pause, you can press the key to view
another image. During auto play, auto power off will not work. Turn off the camera and the
television before connecting them. Video IN terminal If the video system format does not match the
TV’s, the images will not be displayed properly. Image protect icon If you format the card, the
protected images will also be erased. Once an image is protected, it cannot be erased by the
camera’s erase function. To erase a protected image, you must first cancel the protection. Protected
images p.129 will not be erased. Once an image is erased, it cannot be recovered. Make sure you no
longer need the image before erasing it. To prevent important images from being erased
accidentally, protect it. The most detailed shooting information is shown below.

Exposure compensation amount Flash exposure compensation amount Aperture Shutter speed
Metering mode Shooting mode Imagerecording quality. And the RGB histogram display is for
checking the color saturation and gradation.The Web site below gives more information on using
your Canon camera with various printers, such as which paper types to use. Digital Print Order
Format DPOF p.143 Connecting the Camera to a Printer Set the camera’s power switch to. Set up
the printer. For details, see the printer’s instruction manual. The camera cannot be used with
printers compatible only with CP Direct or Bubble Jet Direct. When connecting the camera to the
printer, do not use any cable other than the interface cable provided. If there is a long beeping



sound in step 5, it indicates a problem with the printer. Some settings might not be available. For
details, see the printer’s instruction manual.Select the type of the paper loaded in the printer, then
press. When using a Canon printer and Canon paper, read the printer’s instruction manual to check
what paper types can be used. No automatic EOff correction will be performed. The image will be
printed according to the printer’s standard colors. The image’s Exif data is used to make automatic
corrections. The image will be printed with higher saturation to produce EVivid more vivid blues and
greens. With the adjust levels screen displayed, press the button to change the position of the Set
the trimming frame size, position, and proportion. The image area within the trimming frame will be
printed. Changing the trimming frame size When you press the. The smaller you make the trimming
frame, the grainier the picture will look on the print. While trimming the image, look at the camera’s
LCD monitor. If you look at the image on a TV screen, the trimming frame might not be displayed
accurately. When printing with DPOF, you must use the card whose print order specifications have
been set.

If you select Clear all, the print order for all the images in the card will be canceled. This is called
direct image transfer.Before disconnecting the cable, turn off the camera. Pull out the cable by
grasping the plug instead of the cord. To exit, press the button. If you press instead of the button,
the confirmation dialog will appear.The images in the transfer order might all be overwritten. Also,
depending on the image type, the transfer order may not be possible. You can do it with Custom
Functions. Custom Functions can be set and used only in Creative Zone modes. The dynamic range
is expanded from the standard 18% gray to bright highlights. The gradation between the grays and
highlights becomes smoother. With setting 1, noise in the shadow areas may be slightly more than
usual. With setting 1, the settable ISO speed range will be 200 1600. Press the button to autofocus
and press the shutter button halfway to attain AE lock. The back of this chapter also has an index to
make it easier to look up things. Subjects in low light Extremely backlit or reflective subjects
Example Car with a reflective body, etc. Do not connect or disconnect the power cord while the
camera’s power switch is set to The RC1 can trip the shutter immediately or after a 2sec.To prevent
this, use the eyepiece cover attached to the camera strap. Remove the eyecup. Push the bottom of
the eyecup upward. When an EXseries Speedlite is attached to the camera, almost all the autoflash
control is done by the camera. In other words, it is like a high output flash attached externally in
place of the builtin flash. If this Troubleshooting Guide does not resolve the problem, contact your
dealer or nearest Canon Service Center. Power The camera does not operate even when the power
switch is set to. The card is not properly inserted. If the card is full, replace the card or delete
unnecessary images to p.31, 130 make room. If you try to focus in the OneShot AF mode while the
focus confirmation light.

If you shoot continuously with the builtin flash at short intervals, the flash might stop operating to
protect the flash unit. If the image has been eraseprotected, it cannot be erased. p. The shooting
date and time displayed is incorrect. Write down the error code and consult your nearest Canon
Service Center. If an error code appears right after shooting, the picture might not have been
captured. Power turns off after 30 sec., 1, 2, 4, 8, or 15 min.The camera’s specifications and exterior
are subject to change without notice. If a problem occurs with a nonCanon lens attached to the
camera, consult the respective lens maker. Battery Pack LPE5 Approx. Windows is a trademark or
registered trademark of Microsoft Corporation in the United States and other countries. Macintosh
and Mac OS is a trademark or registered trademark of Apple Inc.Doing so may cause fire or a health
hazard. If the product does not work properly or requires repair, contact your dealer or your nearest
Canon Service Center. HEADQUARTERS 6390 Dixie Road, Mississauga, Ontario L5T 1P7, Canada
CANON CANADA INC. We have 12 Canon EOS Rebel XSi manuals available for free PDF download
Instruction Manual, Product Manual, Brochure, Manual You Shall Not Install or Use the You Shall
Not Install or Use the. This lightweight Canon EOS 450D EOS Rebel XSi DSLR equipped with a 12.2
MP APSC size CMOS sensor captures enough detail for postersize, photoquality prints. The powerful



DIGIC III image processor provides fast, accurate image processing; improved Autofocus and
framing rate. The highprecision 9point wide area AF system for fast, accurate focus even in dim
lighting. The Live View Function enables you to view your subjects directly on the bright 3inch LCD
screen, with 10x magnification for finer details. Other highlights include spot metering, 3.5 fps
Continuous Shooting, builtin dust prevention system, Picture Style Settings and Highlight Tone
Priority.

Leave a Comment Cancel reply Save my name, email, and website in this browser for the next time I
comment. Please try again.Please try again.Then you can start reading Kindle books on your
smartphone, tablet, or computer no Kindle device required. Register a free business account If you
are a seller for this product, would you like to suggest updates through seller support To calculate
the overall star rating and percentage breakdown by star, we don’t use a simple average. Instead,
our system considers things like how recent a review is and if the reviewer bought the item on
Amazon. It also analyzes reviews to verify trustworthiness. In all five modes, you also can tweak
color, ISO light sensitivity, and exposure. She also teaches master classes in digital photography and
imaging at such locations as the Palm Beach Photographic Centre. Ability to capture RAW images
and the bundled Digital Photo Professional tool are simply fantastic. Excellent RAW images. I have
some images at my flickr photostream. Google search flickr jhueilee Its a camera to take in the
backpack whenever you require an optimum combination of versatility and lightweght. I bought it
with the kit lens, 1855 IS, which, in spite of its cheap mechanical construction, is optically good even
more so considering its price.Problems It looks like a toy compared to other cameras! The images
are sharp and color is excellent. The camera is light a good match for the 1855 IS Lens. AF is fast
and accurate. The 1855 IS Lens is provides better images than the expensive 1785 IS and the 1855
is all I need for most applications. The level of lenses are lower than sensor. Its better to set only
central point for focusing, otherwise sometime. In a word amazing! While the autofocus, would
sometimes give me issues on which subject to focus on, I can also attribute that to my inexperience
and the 50mm 1.8s shallow depth of field. In full. The XSi is remarkable!!! So quick and easy! I didnt
even read the manual.


